MACHINE CHARACTERISTICS  
Electronic control of the vertical rotation axis
 
Hydraulic blade feed
 
Blade rotation on vertical axis
-22°30' ÷ +22°30'
Electronic adjustment of intermediate angles on vertical axis
 
Blade tilting on horizontal axis (to the right)
90° ÷ 35°
Blade diameter (mm)
Ø 650
Absolute encoder positioning
 
Widia blade
 
Mechanic adjustment of intermediate angles on horizontal axis
 
Horizontal axis tilting digital display
 
Adjustable blade feed speed
 
BLADE MOTOR 
Three-phase brake motor with inverter
 
Power rating (kW), three-phase drive motor
5,5
Blade rotation speed (rpm)
2.800
Peripheral speed (m/s)
95
Brake intervention time (s)
10
CUTTING DIAGRAM 
[image: ]
SAFETY DEVICES AND PROTECTIONS 
Side protection tunnels
 
Manual operated full guard
 
LUBRICATION AND SUCTION 
Minimal oil diffusion lubrication system
 
Pre-setting for automatic exhauster start
 
PROFILE POSITIONING AND CLAMPING 
Additional horizontal vice
 
Adjustable and retractable profile support square for compound cuts up to 35°
 
Loading surface height (mm)
1.100
Pressure reducers with pressure gauge for clamps
 
Horizontal pneumatic vice
1
Vertical pneumatic vices
3
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